AIP VNJP AD 2-1
NEPAL 30 April 2022
AD 2. AERODROME
VNJP AD 2.1 AERODROME LOCATION INDICATOR AND NAME
VNJP — JANAKPUR/Domestic
VNJP AD 2.2 AERODROME GEOGRAPHICAL AND
ADMINISTRATIVE DATA
1. | ARP Coordinates and site at AD 264239 N 0855528 E
2. | Direction and Distance from (city) | 1. Km, South of Janakpur City
3. | Elevation/Reference Temperature | 233 ft (71m)/40°C (June)
4. | MAG VAR/Annual Change 0°E
5. | AD Administration, address Civil Aviation Authority of Nepal
Janakpur Civil Aviation Office, Janakpur, Dhanusha
Telephone, Telefax, Telex AFS Tel- 977-041-590057
Hot Line - 977-041- 590053
Tower - 977-041-590052
AFS - VNJPYDYX
Types of traffic permitted (IFR/VFR) | VFR
Remarks -
VNJP AD 2.3 OPERATIONAL HOURS
1. | AD Administration SUN-THU 10:00 -17:00 LT (SUMMER),
10:00-1600 LT (WINTER),
FRI 10:00-1500 LT
2. | Customs and immigration NIL
3. | Health and sanitation NIL
4. | AIS Briefing Office NIL
5. | ATS Reporting Office (ARO) NIL
6. |MET Briefing Hourly Metar provided during ATS Operation Hours
7. ATS 1) From 16 Feb - 15 Nov (0015 - 1815) UTC**
2) From16 Nov - 15 Feb (0045 - 1815) UTC**
8. | Fuelling NIL
9. | Handling (Cargo) NIL
10. | Security H-24
11. | Remarks Any change will be notified by NOTAM

* WGS 84 Coordinates
**For operations other than above, Prior Co-ordination is required
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VNJP AD 2.4 HANDLING SERVICES AND FACILITIES

1 Cargo-handling facilities Available with local airlines operator
2. Fuel/Oil Types NIL
3. Fuelling facilities/capacity Storage Capacity (KL):

Physical -NIL, Mobile-32

Storage Type:

Refueller

Refueller Details:
AR41(16KL), AR39 (16KL)

4, De-icing facilities NIL
5. Hangar space for visiting aircraft NIL
6. Repair facilities for visiting aircraft NIL
7. Remarks -
VNJP AD 2.5 PASSENGER FACILITIES
1. Hotels in the city
2. Restaurants in the city
3. Transportation Taxi Service, Rickshaw from AD
4, Medical Facilities First Aid at AD, Hospitals in the city.
5. Bank and Post Office NIL
6. Tourist Office In the city.
7. Remarks -
VNJP AD 2.6 RESCUE AND FIRE FIGHTING SERVICE
1. AD category for fire fighting Nil
2. | Rescue equipment | Available
Capability for removal of disabled aircraft Nil
4, |Remarks Complementary Extinguishing Agents and Fire
" |[Extinguishers (wheel type fire extinguishers also
IAvailable) Small fire vehicle available
VNJP AD 2.7 SEASONAL AVAILABILITY
| Aerodrome available throughout the year. |
VNJP AD 2.8 APRONS, TAXIWAYS AND CHECK LOCATION DATA
Apron surface and strength Surface -Asphalt Concrete, Strength - 10/F/C/Y/T
2. | Taxiway width, surface and strength "|Width -15m, Surface - Asphalt Concrete,

-|Strength - 22/F/C/Y/T
3. Altimeter check point location and elevation Location:-At Apron Elevation :-233 ft.

VOR/INS checkpoints INIL
Remarks -
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VNJP AD 2.9 SURFACE MOVEMENT GUIDANCE AND CONTROL

SYSTEM AND MARKINGS

1. | Use of aircraft stand ID signs, TWY | Taxiing guidance signs at intersections with
guide lines and visuall TWY and RWY and at holding positions.
docking/parking guidance system of| Guide lines at apron.

aircraft stands

2. | RWY and TWY markings and LGT RWY: 09/27, THR TDZ, Center line,
RWY edge marked.

RWY: 09/27, THR edge and RWY end have

Lights. TWY edge with blue lights.

TWY: Center line, holding positions at all

TWY/RWY intersections marked.

Stop bars
Remarks -

VNJP AD 2.10 AERODROME OBSTACLES

A. List of Obstacle Data 2018 (Janakpur Airport)

WGS-84 Coordinates
S. No. Obstacle Name Obstacle ID Top Elevation (m) Remarks
Latitude Longitude

1 ATC Tower (New) JP3002 26°42'40.4"N 85°55'26.4"E 97.5
2 VHF Antenna Mast JP3003 26°42'41.2"N 85°5527.8"E 92.6
3 NDB Mast-1 JP3004 26°42'40.9"N 85°55'18.6"E 89.0
4 NDB Mast-2 JP3005 26°42'40.9"N 85°5521.8"E 88.9
5 Old NDB Mast-1 JP3006 26°42'52.4"N 85°55'40.6"E 92.8
6 Old NDB Mast-2 JP3007 26°42'52.7"N 85°55'42.5"E 94.6
7 Old NDB Mast-3 JP3008 26°42'55.0"N 85°55'42.8"E 95.1
8 Office Quarter JP3009 26°42'43.3"N 85°55'32.3"E 83.1
9 Fire Station JP3010 26°42'38.6"N 85°55'30.7"E 79.5
10 Flood Light JP3011 26°42'37.8"N 85°5525.9"E 80.8
11 Water Tank JP3012 26°42'39.1"N 85°5521.9"E 83.7
12 House JP3013 26°42'43"N 85°55'30.5"E 81.2
13 Tree JP3014 26°42'42.1"N 85°55'33.2"E 86.1
14 Tree JP3015 26°42'36.6"N 85°55'40.7"E 86.3
15 NTC Tower JP3016 26°42'37.1"N 85°55'41.8"E 82.0
16 House JP3017 26°42'39.8"N 85°55'41.5"E 80.6
17 Tree JP3018 26°42'29.7"N 85°55'44.5"E 75.9
18 Tree JP3020 26°42'38.2"N 85°55'47.7"E 99.1
19 Hut JP3024 26°42'32.8"N 85°55'48.2"E 75.7
20 House JP3027 26°42'30.5"N 85°55'51.4"E 80.0
21 House JP3029 26°42729.7"N 85°55'49.3"E 816
22 Electric Pole JP3030 26°42729.5"N 85°55'48.5"E 79.4
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VNJP AD 2.12 RUNWAY PHYSICAL CHARACTERISTICS
Designation Strength (PCN)
RWY TRUE & MAG | Dimensions | and surface of THR )
NR BRG of RWY M | RWY and SWY | coordinates | | elevation
1 2 3 4 5 6
09 092 1300 x 30 14/F/C/Y/T | 26 42 32.01N%  71m
Asphalt Concrete| 085 54 55.09E (233 ft.)
27 272 1300 x 30 14/F/C/Y/T |26 42 31.61N* 70.9 m
Asphalt Concrete 085 55 42.41E (233 ft.)
Slope of SWY Cwy Strip
P Dimensions | Dimensions | Dimensions OFz Remarks
RWY-SWY
M M M
7 8 9 10 11 12
VNJP AD 2.13 DECLARED DISTANCES
TORA TODA ASDA LDA
RWY Designator m m m m Remarks
1 2 3 4 5 6
09 1300 1300 1300 1300
27 1300 1300 1300 1300
VNJP AD 2.14 APPROACH AND RUNWAY LIGHTING
APCH RWY Center
LGT THR Line LGT RWY edge, RWY SWY
type LGT TDZ | Length, spacing |LGT LEN, [End LGT| LGT
RWY LEN color | VASIS |[LGT | color, INTST spacing color |LEN M
Designator| INTST |WBAR| PAPI |LEN color color Remarks
1 INTST
2 3 4 5 6 7 8 9 10
09 NIL Green | PAPI | NIL NIL 1306m, NIL NIL
3.0° 60m,
White,
LIM
27 NIL Green PAPI | NIL NIL 1306m, NIL NIL
3.0° 60m,
White,
LIM

VNJP AD 2.15 OTHER LIGHTING, SECONDARY POWER SUPPLY

ABN: At above Aerodrome Control Tower, Green
flashes alternating with white flashes, 28 flashes per
minute normally after sunset.

1. ABN Location, characteristics and hours
of operation

2. LDI Location and LGT Anemometer
Location and LGT

LDI: Anemometer: TWR BLDG, not lighted

3. TWY edge and Centre line lighting Edge: All TWY and Centre Line: NIL

Secondary power supply / switch over
time

Stand-by Diesel Generator to all lighting and
Uninterrupted Power Supply to Airfield Ground Lighting
(AGL) System at AD with 30 minutes back up.

5. Runway Threshold Identification Light
(RTIL) Location and Characteristics

Location : RWY Threshold 09/27, Flashing white light with
flash frequency 120 per minute.
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VNJP AD 2.16 HELICOPTER LANDING AREA
| Not specified |
VNJP AD 2.17 ATSAIRSPACE
1. Designationand lateral | janakpur CTR: An area bounded by 26°38'14"N;

limits

centered at

Janakpur

then

ARP

along Kathmandu

085°4527"E then along an arc of a circle of 10 NM radius
to 26°48'28"N;
to 26°54'30"N; 085°43'25"E then along Kathmandu TMA
boundary to 26°5926"N; 085°53'14"E to 26°52'37"N;
085°56'34"E then along an arc of
radius centered at Janakpur
086°05'37"E
26°38'14"N; 085°4527"E.

a circle of
ARP to

FIR  boundary

Janakpur ATZ: An area of a circle of 5 NM radius centered
at Janakpur ARP and to the South up to VNSM FIR.

085°46'23"E

10 NM
26°38'28"N;

to

2. Vertical Limits

CTR ATZ
12000' AMSL 2000' AGL
GND GND

3. Aiirspace classification

4. ATS units call
sign/languages

Janakpur TWR/English

5. Transition Altitude 13500 AMSL
6. Remarks -
VNJP AD 2.18 ATS COMMUNICATIONFACILITIES
Service Hours of
Designation Call Sign Frequency Operation** Remarks
1 2 3 4 5
TWR Janakpur Tower [122.5 MHZ| /) From 16 Feb - 15 Nov (0015 - 1875) UTC**
2) From 16 Nov - 15 Feb (0045 - 1815) UTC**
VNJP AD 2.19 RADIO NAVIGATIONAND LANDING AID
Type of Aid
MAG VAR Type
of supported OP Position of | Elevation of
for Transmitting DME
VOR/ILS/MLS OPR Antenna | Transmitting
give declinations ID | Frequency | Hours | Coordinates| Antenna Remarks
1 2 3 4 5 6 7
NDB JKP 287 KHZ H24 | 264244N, -
0855518E*
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VNJP AD 2.24 CHARTS & PORCEDURES RELATED TO JANKPUR AIRPORT

Aerodrome Chart VNJP AD 2-13
CTR and ATZ VNIJP AD 2-14
IFR Holding Points VNJP AD 2-15

RNAV GNSS approach procedure at
Janakpur Airport VNJP AD 2-16 - VNJP AD 2-24
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3;?7\2?535 AERODROME ELEV 233’ JANAKPUR, NEPAL
TRANS LEVEL: FL150 Janakpuri Airport

TWR 122.5
CHART TRANS ALT: 13500 ft. RNP 1 SID

INSTRUMENT(SID)
-ICAO

Mag Var. 0°E

DAMAR 1A, DAMAR 1B

DAMAR
12500

GNSS Required

- Elevation in feet 621

Scale - 1:325,000

Nautical Miles
0051 2 3 4 5

- Bearings and Tracks are magnetic.

i
2018 -2096

DAMAR 1A

Turn Altitude
2000 ft

MSA
25 NM From ARP Jankpur

Ty

NDB
287 KHz

Turn Altitude
2000 ft

DAMAR 1A RWY 27 (PDG 7.4%)
Climb on runway axis. At 2000 ft AMSL, turn right direct to LALBA at or
above 7500 ft. Then track 337.4° to DAMAR at or above 12500 ft.

DAMAR 1B RWY 09 (PDG 4.8%)
Climb on runway axis. At 2000 ft AMSL, turn left direct to LALBA at or
above 7500 ft. Then track 337.4° to DAMAR at or above 12500 ft.
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STANDARD AERODROME ELEV 233’ JANAKPUR, NEPAL
DEPARTURE CHART | | TRANS LEVEL: FL150 Janakpuri Airport
TWR 122.5
INSTRUMENT(SID)- TRANS ALT: 13500 ft. RNP 1 SID
ICAO Mag Var. 0°E THILA 1A
\ 1138
6\1)

LALBA . 7, 9

125007 2 2 0% Stg,

Lz~ 0 ,? S

32!5 25 NM From ARP Jankpur

GNSS Required

- Elevation in feet 621
- Bearings and Tracks are magnetic.

'JKP!
NDB
287 KHz

Turn Altitude
1000 ft

Scale - 1:250,000

Nautical Miles
0051 2 3

4 5

THILA 1A RWY 09 (PDG 4.8%)

Climb on runway axis. At 1000 ft turn left direct to THILA at or above 3000 ft.

Transition to Routes:

To R325 Reach 7000 ft over THILA then track 301.2° to LALBA at or above 12500 ft
or as instructed by ATC.
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